CREUP TECHNOLOGIES LTD.

MATERIAL SAFETY DATA SHEET

(Form according to EEC Directive 93/112/EC)
NAME: LITHIUM-ION RECHARGEABLE BATTERIES

SECTION 1-IDENTIFICATION (of the product and the supplier)

Supplier's Name

CREUP TECHNOLOGIES LTD.
NO.73, TONGFUYU INDUSTRY PARK, BAOAN, SHENZHEN, CHINA

Phone

+86-755-81875026

Fax

+86-755-89808725

Revision 1 Date

12/2004

Description

Lithium-len Rechargeable Batteries

Model No.

All Lithium-lon rechargeable battery models

Electrochemical system:

Negative electrode

Positive electrode

Electrodes ) . ;
Carbon Lithium cobaltite (LiCoO2)
Solution of lithium hexafluorophosphate (LiPF8) in a mixture of
Electrolyte :
organic solvents
Nominal voltage 3.7 Volts

Equivalent name: lithiated cobalt oxide.
Ethylene Carbonate (EC) + DiMethyl Carbonate (DMC) + DiEthyl Carbonate (DEC).

SECTION 2-COMPOSITION (typical weight percentages of basic material)

Metals % Others %
- Lithium cobaltite 23~33
-Steel, 2~5 - Carbon 12~17
- Copper, 6~9 -Organic solvents 12~15
=Aluminum 14~33 - Salts 8~12
- Lithium metal 0 -Polypropylene
-Nickle 0~2 Polyethylene 0~2
-Polyvinylidene fluoride(PVDF) 1~4

SECTION 3-HAZARDS IDENTIFICATION
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